### Hollow Masonry

**STANDARD PRODUCT RANGE 2018**

**USEFUL ESTIMATING DATA FOR HOLLOW MASONRY**

<table>
<thead>
<tr>
<th>BLOCKFILL VOLUME</th>
<th>UNITS PER SQUARE METRE</th>
<th>HALF HIGH</th>
</tr>
</thead>
<tbody>
<tr>
<td>15 SERIES</td>
<td>165 BLOCKS/M3</td>
<td>12.5 UNITS</td>
</tr>
<tr>
<td>20 SERIES</td>
<td>125 BLOCKS/M3</td>
<td>10 UNITS</td>
</tr>
<tr>
<td>25 SERIES</td>
<td>85 BLOCKS/M3</td>
<td>7.5 UNITS</td>
</tr>
</tbody>
</table>

**FIRTH RECOMMENDS DRICON® TRADE MORTAR®**

- 25kg bag size for ease of use
- Approximately 23 blocks laid per bag
- Trade Mortar is formulated to meet NZS4210:2001 Masonry Construction Materials and Workmanship of 12.5MPa after 28 days (under standard curing conditions)
- Contains a dry plasticiser accepted and endorsed by key trade users
- Minimises site waste
- Has consistent material calculations from bag to bag

---

**Notes:**

- For application on non-structural masonry units, refer to the 'Code of Practice for Weathertight Concrete & Concrete Masonry Construction' (CCANZ CP 01:2014).
- Colour may vary from batch to batch. For further information about efflorescence please refer to the CCANZ information bulletin IB44.
- For legislation on clear sealing structural masonry units, refer to the Code of Practice for Weathertight Concrete & Concrete Masonry Construction (CCANZ CP 01:2014).

---

**FOR MORE INFO**

VISIT FIRTH.CO.NZ OR CALL 0800 800 576 FOR MORE INFO